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Photo Log:   

Inspection Date: January 09, 2013  

Saved to G Drive, EPCRA pictures folder 
Field Commentary 

Inspection Site Fleischmann’s Vinegar 

Location 1115 Zehnder Street 

Sumner, WA 98390 

Mailing address for reports: 

P.O. Box 488 

Sumner, WA 98390 

Date of Inspection January 09, 2013 

Inspectors Suzanne Powers EPCRA Coordinator,  

Idell Hansen, SEE/EPCRA Inspector,  

Kathleen A. LeGreid, SEE Program 

Image IDs Image Nos.  

Original Work Type Digital camera (jpg.) 

Original Work Size 2592 x 1944 pixels 

Date of Work January 09, 2013 (Intermittent showers.) 

Date of Digitization January 10. 2013 

Capture Devise Used Canon PowerShot SD750 with 12mm focal 

length 

Digital Image Dimensions 640 x 480 pixels 

Image Optimization In Microsoft Office Word 2003 

Reduce size to 640 x 480 pixels 

Image Contributor Idell Hansen 

Form revision date March 26, 2012 
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Figure 3 Storage and mixing tanks. 1 

 

 
Figure 4 Wood storage and mixing tanks.  

Figure 1 Fleischmann's Vinegar office. Figure 2 Rail cars with Ethyl Alcohol.  
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Figure 5 Process, valves are computer controlled. 

 
Figure 6 Tanks are fiberglass, wood, aluminum. 

 
Figure 7 Ammonia is compressed.  

 
Figure 8 Compressors for ammonia.  
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Figure 9 Ammonia process.  

 
Figure 10 No labeling on the ammonia compressors. 

 
Figure 11. Unable to tell if high or low pressure on 

the ammonia compression process. 

 
Figure 12 The only label for the ammonia processing. 
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Figure 13 Water is condensate from ammonia tanks. 

 
Figure 14 Inside of building where the addition of 

Dextrose occurs. 

 
Figure 15 Woodstave tank inside of building, most of 

the processes occur outside. 

 
Figure 16 Dextrose to add sugar to the process. 



Fleischmann's Vinegar Photo Log 01-10-2013 

Page6 of 6 
1/10/2013 4:27:00 PM10-Jan-13 Create 

31 October 2018 Print Date 

 

 

 

 
Figure 17 Small lab in building for quality control. 

 
Figure 18 Process is computer controlled. 


